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Time-resolved imaging in microscopy is important for the direct observation of a range of dynamic
processes in both the physical and life sciences. However, the image sequences are often corrupted by
noise, either as a result of high frame rates or a need to limit the radiation dose received by the sample.
Here we exploit both spatial and temporal correlations using low-rank matrix recovery methods to
denoise microscopy image sequences. We also make use of an unbiased risk estimator to address the
issue of how much thresholding to apply in a robust and automated manner. The performance of the
technique is demonstrated using simulated image sequences, as well as experimental scanning trans-
mission electron microscopy data, where surface adatom motion and nanoparticle structural dynamics
are recovered at rates of up to 32 frames per second.
& 2016 The Authors. Published by Elsevier B.V. This is an open access article under the CC BY-NC-ND
license (http://creativecommons.org/licenses/by-nc-nd/4.0/).1. Introduction
Observing dynamic behaviour using microscopy can play a
crucial role in revealing new insights into chemical reactions,
structural transformations and biological processes. In these direct
observations, length scales can range from millimetres in light
microscopy to picometres in aberration-corrected transmission
electron microscopy (TEM), whilst observation timescales may
reach the femtosecond regime [1]. Important analysis of the image
sequences can include particle tracking [2], migration of defects
and grain boundaries [3,4], and bond making and breaking [5].
Dynamic imaging brings with it a considerable set of chal-
lenges. Acquiring rapid image sequences requires short exposure
times for each frame, and the resulting low photon or electron
counts lead to a degradation in the signal-to-noise ratio (SNR).
Similarly, long observations of radiation-sensitive materials can
alter the very processes being observed, causing severe damage to
the specimen. Again, this requires the use of low dose imaging and
thus a degraded SNR. Developing effective methods to denoise
image sequences is therefore essential to expanding the applica-
tions of dynamic imaging.
Denoising is a well-studied problem in image processing, and
many methods are capable of making signiﬁcant improvements to theB.V. This is an open access article u
l26@cam.ac.uk (R.K. Leary),
al., Denoising time-resolved
/10.1016/j.ultramic.2016.05.0SNR. The related problem of video denoising has also been widely
studied, and the most effective schemes for video denoising exploit
the temporal correlation between frames. Recently, patch-based
methods from image denoising have been extended to image se-
quences, such as the V-BM4D algorithm [6], which couples motion
estimation with noise ﬁltering to achieve state-of-the-art results.
Another promising approach for signal recovery is low-rank
matrix approximation [7], which is closely related to the method
of principal component analysis (PCA) [8]. Recently, low-rank
matrix approximation has been combined with a patch-based
approach to denoise dynamic MRI sequences [9]. This exploits the
fact that a stack of correlated, vectorized frames from a video will
form a matrix with low-rank, the recovery of which can be for-
mulated as a convex optimization problem, known as nuclear
norm minimization, and solved efﬁciently using singular value
thresholding [10,11].
In this paper we describe a robust algorithm for denoising
time-resolved microscopy image sequences, Poisson–Gaussian
Unbiased Risk Estimator for Singular Value Thresholding (PGURE-
SVT). The proposed approach, based on low-rank matrix approx-
imation, comprises a number of features designed to address ef-
fectively the particular challenges of microscopy image sequences.
These include optimal threshold selection, automated estimation
of the noise characteristics, and motion estimation of image fea-
tures. Importantly, the approach preserves, and indeed exploits,
the temporal information of the data, and is generally applicable to
many types of microscopy, including ﬂuorescence microscopy and
TEM. Using simulated image sequences, PGURE-SVT is shownnder the CC BY-NC-ND license (http://creativecommons.org/licenses/by-nc-nd/4.0/).
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methods. In addition to rigorous evaluation via simulations, an
example application to experimental annular dark-ﬁeld scanning
transmission electron microscopy (ADF-STEM) is presented,
highlighting the potential of PGURE-SVT to reveal new insights
into dynamic processes at the atomic level.2. Theory
As the volume of data collected in microscopy experiments
grows, there is an increasing need to process the datasets in a
manner that extracts the key information content. This concept of
dimensionality reduction is usually tackled with PCA and related
methods, which seek to explain a large dataset in terms of a few
principal components by exploiting correlations and structure in
the data. Matrices that exhibit correlations between columns (or
rows) can be described as low-rank matrices, and it is this attri-
bute that enables the use of PCA. In a microscopy experiment, the
underlying data is often low-rank but corrupted by noise, and so
the low-rank data must be recovered from these noisy observa-
tions. The methods developed here share many principles with
PCA, but some distinctive features are particularly advantageous,
including robust automation of how much thresholding to apply.
Given a corrupted observation Y of a low-rank matrix X0, the
goal of low-rank matrix approximation is to recover X0 as accu-
rately as possible. A natural approach to this problem is to ﬁnd the
optimal solution to:
λ− + ( ) ( )Y X Xarg min rank 1FX
2
where X is the decision variable and λ is a regularization para-
meter [10]. −Y X F2 represents the square of the Frobenius norm,
i.e. the sum of the squared differences of the matrix elements,
∑ −Y Xij ij ij
2. Stating the problem in this way thus imposes a low-
rank constraint on the estimated matrix X, whilst the use of a
Frobenius norm ensures X is also a good ﬁt of the observations, Y .
The following section outlines a computationally attractive algo-
rithm for solving Eq. (1), and presents an automated approach for
calculating the optimal value of λ under the experimental condi-
tions encountered in microscopy.
2.1. Nuclear norm minimization
In practice, optimization of the rank function in Eq. (1) is an
intractable problem. However, Candés and Recht demonstrated a
powerful approach involving minimization of the nuclear norm of
the matrix as a convex approximation to the rank function [10].
This approach is based on the singular value decomposition (SVD),
deﬁned for an ×m n matrix Y as:
Σ= ( )Y U V 2T
where U is an ×m m matrix of left singular vectors, V is an ×n n
matrix of right singular vectors (VT represents the transpose of V),
and Σ is an ×m n diagonal matrix. The values along the diagonal
of Σ are denoted as si, and are known as the singular values of the
matrix Y . The SVD is a common method for decomposing datasets
in PCA, where the dataset is separated into scores ΣU , and loadings
V .
Nuclear norm minimization seeks to approximate X0 by an
optimal low-rank solution ^ λX according to:
λ^ = − + * ( )λX Y X Xarg min 3FX
2
where *X is the nuclear norm of X, which is deﬁned as the sum
of the singular values of a matrix, σ∑i i [10]. Cai et al. showed thatPlease cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.0a solution to Eq. (3) can be found in a computationally attractive
manner using soft singular value thresholding (SVT) [11], accord-
ing to:
( ) ( )Σ^ = = ( )λ λ λX Y U VSVT 4T:
where λ: is the soft thresholding operator, and for each singular
value si:
σ σ λ( ) = [ − ] ( )λ max , 50i i:
The soft thresholding operator contrasts with the typical hard
thresholding approach in PCA, which retains only those compo-
nents with singular values above a threshold λ [12]. Eq. (5) instead
reduces all the singular values towards zero by a ﬁxed amount.
For practical application to image sequences, a reﬁnement to
Eq. (4) can be made. Instead of applying a single threshold value to
all singular values, a weighted threshold can be applied on the
basis that larger singular values correspond to more important
image features, and so should be reduced by a smaller amount
[13]. Deﬁning the weighted nuclear norm of X as σ* = ∑ wX w i i i, ,
where ≥w 0i is a weight assigned to the singular value si, a so-
lution is now sought for:
^ = − + * ( )λX Y X Xarg min 6F wX
2
,
where the parameter λ has been incorporated into the weighted
nuclear norm. The approach taken in [13] uses weights wi in the
order < < … <w w0 n1 (based on the fact that the singular values
of a matrix are always sorted in descending order
σ σ σ> > … > n1 2 ). This ensures the use of soft singular value
thresholding remains valid [14]. In the present work we propose to
use an exponential weighting scheme to minimize the computa-
tional complexity compared to the scheme in [13]. Letting
σ Σ= [ ]maxmax , the exponentially weighted SVT operator in-
corporating the parameter λ is:
⎡
⎣
⎢⎢
⎛
⎝⎜
⎞
⎠⎟
⎤
⎦
⎥⎥σ σ σ
σ
λ
( ) = − −
( )
λ max exp 2
, 0
7
i i max
i
2
2
>
and the weighted SVT function is:
( ) ( )Σ= ( )λ λY U VWSVT 8T>
2.2. Patch-based nuclear norm minimization
In forming a so-called Casorati matrix, whose columns are the
vectorized frames from an image sequence, the correlation be-
tween frames in the sequence means that such a matrix will be
low-rank [15]. In reality, the size of the spatial dimension will
often exceed the size of the temporal dimension ( ≫n n Tx y , where
n nx y is the number of pixels in each frame and T is the number of
frames), and this may lead to problems with the SVT approach due
to limited degrees of freedom [9]. Analyzing the image sequence
via a patch-based approach can overcome this problem. The
patch-based approach is illustrated in Fig. 1, where a ×3 3 pixel
patch is extracted from each frame and vectorized to form a col-
umn of the Casorati matrix C.
Fig. 2 shows an example of SVT applied to a Casorati matrix
formed by vectorized images of a 2D Gaussian peak. The resulting
Casorati matrix shown in Fig. 2b is in fact rank 1, as can be seen in
the singular value plot in Fig. 2e. These singular value plots can be
interpreted in a similar way to a scree plot in PCA, in which most
of the variance in the Casorati matrix (and by extension the ori-
ginal image sequence) can be explained by the ﬁrst component,
and the remaining components mainly describe the noise in themicroscopy image sequences with singular value thresholding,
05i
Fig. 1. (Color online) The construction of a Casorati matrix C from patches of an image sequence x with = …t T1, , frames.
Fig. 2. (Color online) (a) Frames constituting a sequence in which each image contains the same Gaussian peak. (b) The corresponding rank 1 Casorati matrix formed by the
full sequence. (c) The Casorati matrix corrupted by noise. (d) The Casorati matrix after exponentially weighted SVT (λ¼1.9). (e–g) Plots of the singular values of the Casorati
matrices in (b–d).
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to reconstruct the low-rank approximation, whereas in nuclear
norm minimization all the components are retained, but their
inﬂuence on the result is reduced according to the soft thresh-
olding operation.
2.3. Optimizing the denoising function
As with many other denoising algorithms, weighted SVT (Eq.
(8)) relies on appropriate selection of the thresholding parameter
λ. If λ is too large, noise is insufﬁciently removed from the image
sequence, and if it is too small then spatio-temporal blurring can
occur. This is equivalent to the bias-variance trade-off when se-
lecting the appropriate number of components to describe a da-
taset in PCA. Robust, automated methods of determining an op-
timal λ are therefore of critical importance.
If Y is the observed noisy matrix, and λf represents a denoising
function dependent on the parameter(s) λ, then it is desirable to
select λ such that the difference between the denoised matrix ( )λf Y
and the true noise-free matrix X0 is minimized. A common
method is to choose λ such that it minimizes the mean-squared
error (MSE) or risk:
( )λ^ = − ( )λ λN f Y Xarg min
1
9F
0 2
where N is the number of elements in the matrix. Practically, the
ground truth X0 is unknown, so to achieve an automated ap-
proach, unbiased estimators of the risk must be used to optimize
the parameter λ. In this work, ( ) ( )=λ λf Y YWSVT from Eq. (8).
Determining the appropriate estimator ﬁrst requires a con-
sideration of the characteristics of the image acquisition process,
as accounting for the detector model and noise statistics is critical
to maximizing the performance of any denoising algorithm. ThePlease cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.0arrival of photons or electrons at the detector in the case of low
counts can be modelled as a Poisson process, whilst further ad-
ditive noise from the detector and electronic circuits may be
modelled as a Gaussian process. The observed images are therefore
corrupted by a mixture of Poisson and Gaussian noise, which can
be difﬁcult to address in subsequent processing and analysis. Often
a variance-stabilizing transform such as the Generalized An-
scombe Transform is used to overcome this challenge [16]. The
variance of the transformed image is independent of the signal,
allowing it to be denoised with methods designed for Gaussian
noise removal, followed by the application of the inverse trans-
form to return the image to the original domain. Alternatively, the
mixed noise statistics can be dealt with directly [17,18].
In this section we restate the unbiased risk estimators for
Gaussian [9] and Poisson [19] noise models, and extend the result
of [20] for a mixed Poisson–Gaussian noise model to include a
detector offset.
2.3.1. Stein's unbiased risk estimator
In an additive zero-mean Gaussian noise model, where s2 is the
variance of the noise, the noisy matrix Y is deﬁned as:
σ= + ∼ ( ) ( )Y X E Ewith 0, 100 25
where the corrupting noise E is drawn from a Gaussian (or nor-
mal) distribution, 5 . Based on this model, Stein's unbiased risk
estimator (SURE) of the MSE is [9]:
( ) σ σ= − − + ( ) ( )λ λ λN f N fY Y YSURE
1 2
Div 11F
2 2
2
where ( ) = ∑ ( )∂∂
λf Y YDiv n
f
Yn
. It has been shown that the expecta-
tions of the MSE and SURE are equal,  { } = { }MSE SURE [20],
making SURE an estimator of the MSE that does not depend onmicroscopy image sequences with singular value thresholding,
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2.3.2. Poisson unbiased risk estimator
A similar estimator can be derived for a Poisson noise model,
where the noisy observations are drawn from a Poisson distribu-
tion, 7 :
∼ ( ) ( )Y X 1207
The Poisson unbiased risk estimator (PURE) is [21]:
⎛
⎝⎜
⎞
⎠⎟( )( )( )= + − ∘ − ( )λ λ λ[− ]N f fY Y Y Y YPURE 1 2 13F F2 2 1
where ∘A B is the element-wise multiplication of two matrices, and
⎡⎣ ⎤⎦( )( ) = −λ λ[− ] = …f fY Y Cn n n N1 , 1 where Cn is a matrix of zeros except
for the nth element, which is set to 1. If λf is smooth, then via a
Taylor expansion ( ) ( ) ( )≈ − ∂λ λ λ[− ]f f fY Y Y1 , and PURE can be sim-
pliﬁed as:
⎛
⎝⎜
⎞
⎠⎟( )( ) ( )= − + ∘∂ − ( )λ λ λN f fY Y Y Y YPURE 1 2 14F2
2.3.3. Poisson–Gaussian unbiased risk estimator
For a mixed noise model containing both a Poisson component
and an additive Gaussian component:
⎧
⎨⎪
⎩⎪
⎛
⎝⎜
⎞
⎠⎟α α
μ σ
= +
∼
∼ ( ) ( )
Y Z E
Z
X
E
with
, 15
0
2
7
5
By this deﬁnition, α is the gain of the detector, and μ corres-
ponds to a detector offset. As α → 0 the model corresponds to
Gaussian noise (Eq. (10)), and conversely, by setting α = 1 and
μ σ =, 0 the model corresponds to Poisson noise (Eq. (12)). Ex-
tending the result in [20] to incorporate a non-zero detector offset
μ, a Poisson–Gaussian unbiased risk estimator (PGURE) can be
deﬁned as:
⎛
⎝⎜
⎞
⎠⎟
( )
( ) ( )
( ) μ α μ σ
ασ α μ μ σ
= − + ( ) + ( − ) + ∘∂ ( )
− ∂ − + + −
( )
λ λ λ λ
λ
N
f f f
f
Y Y Y Y Y
Y Y
PGURE
1
2 2
2
16
F
2 2
2 2 2
In [20] the authors outlined an empirical method for calculat-
ing Eq. (16) that does not directly evaluate the terms ( )∂ λf Y or
( )∂ λf Y2 . The empirical method allows denoising algorithms to be
used as “black-box” processes, requiring no knowledge of their
partial derivatives. This is the approach taken in this work, al-
though a closed-form solution for SURE-SVT was derived in [9].
The restriction on the denoising function λf is that it must be
smooth and weakly differentiable, and that { }∑ ( ) < + ∞∂∂ λ Yn fYn .
Denoising functions which do not meet this requirement include
hard thresholding methods, for example applied to Fourier or wa-
velet coefﬁcients or to singular values. The latter example is im-
portant when relating SVT to PCA. Both approaches seek a low-rank
approximation to a dataset, but in PCA only those components with
singular values above a threshold are retained for reconstruction.
Usually in PCA an appropriate threshold is selected by visual in-
spection of the scree plot. An objective method for selecting the
optimum number of components would be preferable, but in hard
thresholding the singular values, the unbiased risk estimators pre-
sented here cannot be applied directly to PCA.
2.3.4. Applicability of PGURE to SVT
The use of a Frobenius norm for the data ﬁdelity term in Eq. (6)Please cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.0assumes a Gaussian model on the corrupting noise in order for the
estimate ^ λX to be fully optimal. Severe corruptions to the data can
lead to a non-optimal estimate of the low-rank matrix in Eq. (6). In
these cases a more robust l1-norm data ﬁdelity term may be able
to deal with arbitrarily large corruptions encountered with very
low pixel counts, or when only a subset of the underlying matrix is
observed. Invoking an l1-norm, however, requires more complex
approaches such as Poisson PCA [22], Poisson Maximum Like-
lihood SVT [23], or robust PCA (RPCA) [24,25]. The last two
methods are iterative, with the computational bottleneck being
the repeated calculation of the SVDs of the Casorati matrices.
The choice of SVT combined with PGURE over SURE or PURE in
this work is thus motivated by a wish to minimize the computa-
tional complexity of the algorithm with a single SVD calculation
for each Casorati matrix, combined with an improved considera-
tion of the detector noise model, since the parameters α μ, , and s2
are all quantities that can be measured in an experiment. The re-
sults of extensive simulations in Section 4 show that this choice is
appropriate for most scenarios.
2.4. Noise estimation
Eq. (16) assumes that all three parameters of the Poisson–Gaus-
sian noise model, α μ, , and s2 are known, which is often not the case
in practical applications, and they must be estimated instead. There
are several methods for estimating the amount of zero-mean Gaus-
sian noise, including wavelet [26] and SVD-based approaches [27].
Estimating the parameters for mixed Poisson–Gaussian noise is more
complicated. Variance stabilizing transforms can again be applied,
based on the assumption that the optimal parameters for the
transform will result in a stabilized variance approaching unity [28].
Alternatively, an expectation–maximization method has been pro-
posed for time-lapse ﬂuorescence microscopy [17].
The approach taken here follows work in [29], and is based on the
premise that homogeneous regions of each frame of an image se-
quence can used to ﬁt equations relating the expectation and var-
iance of a noisy signal. Each frame in the sequence is partitioned into
regions of homogeneous variance using a quadtree segmentation
procedure [18]. A robust estimate of the mean and variance of each
region is then obtained. From the mixed noise model in Eq. (15):
{ } α μ= + ( )Y X 17i i0
{ } α σ= + ( )Y XVar 18i i2 0 2
where the subscript i refers to the ith region from the quadtree
segmentation, and { }Yi and { }YVar i represent the mean and var-
iance of the region Yi. These two identities lead to Eq. (19), which
shows that a linear regression in ( { } { })Y Y, Vari i will provide an
estimate of α and σ αμ( − )2 :
α σ αμ{ } = { } + ( − ) ( )Y YVar 19i i 2
To complete the noise estimation, the values of the detector
offset μ and variance s2 must be determined from the intercept,
σ αμ( − )2 . Often, μ can be estimated directly from the image se-
quence to be denoised as ( { })Ymin i . This will usually be the case
in ﬂuorescence microscopy where only a fraction of the space in
each image contains signal from the ﬂuorescing sample, and also
in general for any image sequence in which regions of the image
do not contain any sample (e.g. regions corresponding to vacuum
in STEM). If a sufﬁcient background region free of signal from the
sample is not available, for example in ADF-STEM imaging of a
continuous sample or a substrate that ﬁlls the ﬁeld of view, then a
separate reference image R should be obtained using the samemicroscopy image sequences with singular value thresholding,
05i
Fig. 3. (Color online) (a) Trajectory of a simulated particle through an image sequence. (b) Singular values of the Casorati matrix formed by unaligned patches extracted from
the sequence. (c) Singular values of the Casorati matrix formed by patches aligned to the reference frame t.
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therefore μ ≈ ( { })Rmin i .
2.5. Motion estimation
A key assumption in applying the SVT algorithm to video de-
noising is that the Casorati matrix formed by patches from con-
secutive frames will be low-rank [9]. In cases where motion be-
tween frames is signiﬁcant this assumption may no longer hold.
This is illustrated in Fig. 3b, where the unaligned patches from a
simulated sequence do not form a low-rank Casorati matrix. To
overcome this problem, the motion of a patch through the se-
quence can be estimated, and the trajectory information used to
align the individual patches and hence reduce the rank of the
Casorati matrix (Fig. 3c). Given the position of a patch in frame t,
the motion from frame t to +t 1 can be estimated by searching the
local neighbourhood in frame +t 1 for the most similar patch,
based on the MSE criterion. To reduce the computational cost of
the motion estimation step, an adaptive rood pattern search
(ARPS) method is used here [30]. A simple median ﬁlter is also
used to improve the motion estimation, although all subsequent
steps are performed on the unﬁltered data.Fig. 4. Flowchart describing the PGURE-SVT algorithm.3. Methods
3.1. PGURE-SVT algorithm
Here we outline the proposed PGURE-SVT algorithm for de-
noising image sequences in microscopy. The algorithm is also il-
lustrated in Fig. 4. The use of automatic noise, motion and
threshold estimation means that only a few user-deﬁned para-
meters are necessary, which are analysed in Sections 4.1–4.4.
1. The frames of the sequence are ﬁrst grouped into overlapping
blocks of length T. Steps 2–9 are then carried out for each
temporal block, producing independent noise and λ estimates
to deal with changes in brightness or background over the
whole sequence.Please cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.02. A quadtree segmentation is applied to each frame in the block,
and linear regression of the mean and variance of each region
is used to estimate the parameters α, μ and s.
3. A spatial median ﬁlter is applied to each frame to initially re-
duce noise and aid the motion estimation process.microscopy image sequences with singular value thresholding,
05i
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trajectories are estimated using the ARPS method.
5. Motion trajectories are extracted from the noisy block and re-
shaped into Casorati matrices.
6. To reduce computational cost, the SVDs of the Casorati ma-
trices are precalculated.
7. Weighted SVT is applied to each Casorati matrix with threshold
λ according to Eq. (8).
8. The block of frames is reconstructed from the Casorati matrices
via a simple averaging of pixel values from overlapping
patches.
9. The value of PGURE is calculated according to Eq. (16). If it is
minimized to be within an acceptable tolerance, the algorithm
terminates, otherwise return to Step 6.
10. The full image sequence is reconstructed from the denoised
temporal blocks. A simple averaging of the overlapping blocks
was found to introduce motion blurring artefacts, so instead
the denoised version of frame 1 was taken from block 1, frame
2 from block 2, and so on.
3.2. Algorithm performance
The computational bottleneck of the PGURE-SVT algorithm is
precalculating the SVDs of the Casorati matrices. The complexity of
the SVD for an ×m n matrix is ( )mn26 , and although the patch-
based approach means that the matrix dimensions are typically
small, there are many SVD computations to perform. Paralleliza-
tion on multi-core machines can speed up this step, and for larger
frame sizes the overlap between patches can be reduced to further
improve performance. Processing a ×128 128 pixel image se-
quence took approximately 2.5 s per frame on a PC with an 8-core
3.4 GHz CPU and 16 GB of RAM. A Cþþ implementation of
PGURE-SVT using the Armadillo linear algebra library [31] is
available to download from http://tjof2.github.io/pgure-svt/, and
includes a Python wrapper for integration with the HyperSpy
software package [32].
3.3. Simulations and performance metrics
To investigate the performance of the PGURE-SVT algorithm,
three test sequences were taken from a recent study of particle
tracking methods for ﬂuorescence microscopy [2]. Three further
sequences were generated by adding a randomly varying “cloudy”
background to the original data. The sequences are deliberately
chosen because of the differing types of motion, for testing of the
motion estimation procedure. The Microtubule sequence exhibits
directed motion, Vesicle exhibits Brownian (diffusive) motion, and
Receptor is a combination of directed and Brownian motion. Ex-
ample frames of the test sequences are shown in Fig. 5. The in-
tensity range of the images in Fig. 5, and throughout this work, is
normalized to between 0 and 1. The reader is encouraged to
consult Supplementary Movies 1–6 to interpret the different types
of motion and background.
Using simulated data means that the ground-truth signal is
available for quantitative analysis. The performance of the PGURE-
SVT algorithm is measured using a normalized squared Euclidean
distance (NSED), deﬁned for two images X and Y as:
= ( − ) − ( − )
− + − ( )
X X Y Y
X X Y Y
NSED
1
2 20
F
F
2
2
2 2
This normalized deﬁnition is chosen over the conventional MSE
or peak signal-to-noise ratio (PSNR) metrics because the shrinkage
applied by the PGURE-SVT algorithm has the effect of reducing the
overall intensity of the image, and the resulting offset can dom-
inate the metric calculation over the actual image features whenPlease cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.0comparing denoising performance with other methods.
While a valuable metric, the NSED does not directly assess
spatial or temporal similarities in the image sequences. To do this,
the Earth Mover's Distance (EMD)1 can be used instead. The EMD
is a distribution-based metric commonly used in image retrieval
applications, and is considered to closely follow human percep-
tions of image similarity [33]. If each pixel in an image has its
intensity I represented by a pile of I units, then the EMD corres-
ponds to the minimum amount of work required to transform a
source image X into a target image Y by moving the units between
pixels. Spatial information can be incorporated by weighting the
units according to the inter-pixel distances. That is, the intensity of
pixel Yij is more closely related to the neighbouring pixels in X
than to pixels further away [34]. In the present work, algorithms
for the fast calculation of the EMD [35,36] have been adapted to
incorporate the temporal information present in image sequences.
Calculating the EMD between two image sequences in full, con-
sidering both the spatial and temporal relationships between all
pixels, is a computationally intensive task, so in this work the
following simpliﬁcations are made.
First, the image sequences are sliced into 2D slices along the
spatial (x, y) and temporal (t) directions. Next, the EMD from a
slice i to the corresponding ground-truth slice is calculated. The
values from each slice are then averaged over the sequence and
normalized according to:
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( )
x
n T n
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where nx, ny and T are the dimensions of the image sequence. Fi-
nally the three results are averaged to give the EMD of the se-
quence as:
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1
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24
seq D
where D is the bit depth of the image sequence.4. Simulation studies—evaluation of PGURE-SVT algorithm
4.1. PGURE as an estimator of MSE
The behaviour of PGURE as an estimator for the MSE is in-
vestigated in Fig. 6. The Microtubule sequence was corrupted with
Poisson-Gaussian noise with α¼0.1, s¼0.1 and μ¼0.1. The re-
sulting robust estimates of the local mean and variance obtained
from the quadtree segmentation are plotted in Fig. 6a, as well as
the corresponding ﬁtting of Eq. (19). The slope of the ﬁt in Fig. 6a
therefore corresponds to the estimated value of α, and the y in-
tercept to the estimated value of σ αμ( − )2 .
When the noise parameters are known exactly, both MSE and
PGURE give the same optimal threshold λ (Fig. 6b). Scenarios
where each noise parameter was over- and under-estimated while
the others were held constant were then considered, to investigatemicroscopy image sequences with singular value thresholding,
05i
Fig. 5. Example frames from the six test sequences. (a) Microtubule, (b) Vesicle, (c) Receptor , (d) Microtubuleþclouds, (e) Vesicleþclouds, (f) Receptorþclouds. (g–l) Noisy
versions of the same frames, corrupted by Poisson-Gaussian noise with α¼0.1, s¼0.1 and μ¼0.1.
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2.4. The sensitivity of PGURE to the estimated values of α and s is
small (Figs. 6c–d, g–h), as although there is a signiﬁcant offset in
the y-axis, the location of the minima of the MSE and PGURE are
relatively similar. Figs. 6e–f show that PGURE is much more sen-
sitive to the estimate of the detector offset, μ. This is particularly
important in the case of ADF-STEM images, where a non-zero
background due to the presence of a substrate can lead to the poor
estimation of μ. This will then lead to different λ from PGURE than
that predicted by the MSE, resulting in too much or too little
shrinkage being applied to the cleaned sequence. This highlights
the importance of either an accurate estimate of μ, or suitable
specimen-free background region(s) within the images (or re-
quiring a separate reference image as discussed in Section 2.4), to
ensure the best performance.
To investigate the effects of other algorithm parameters in-
dependently of the noise estimation procedure, and for a fair
comparison with V-BM4D, known noise parameters were used for
the remaining simulation studies in this work.
4.2. Motion estimation
The motion estimation procedure is designed to improve the
correlation between frames of the sequence before the SVT step of
the algorithm. Fig. 7 and Supplementary Movie 7 show that the
motion estimation procedure offers both a qualitative and quan-
titative improvement of the denoised Vesicle sequence, with the
particles appearing smoother and closer to their uncorrupted ap-
pearance (see insets).
4.3. Effect of the spatial patch size
The use of both noise estimation and PGURE to automate the
threshold selection in the algorithm means that there are only a
few parameters that need to be deﬁned by the user. The ﬁrst of
these is the size of the spatial patch. Fig. 8 shows the result of the
PGURE-SVT algorithm applied to the Microtubule sequence using a
small and large patch size. Clearly selecting too large a patch leads
to a degradation in the quality of the recovered sequence, as evi-
denced by the severe spatio-temporal blurring present in Fig. 8d
and in Supplementary Movie 8. This blurring highlights the im-
portance of using patches within frames, rather than each frame as
a whole, to form Casorati matrices of low-rank.
Practically, the optimal patch size is dependent on the size of
the image features and the use of motion estimation. Experience
suggests that, for the image sequences analyzed here, selecting aPlease cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.0patch size of 4–8 pixels is a good choice, both in terms of image
quality and the speed and memory requirements of the algorithm.
4.4. Effect of the temporal block size
Another user-deﬁned parameter closely related to the spatial
patch size is the length, in frames, of the block used to form the
Casorati matrix. As with the patch size, the motion estimation step
helps to relax the stringency with which the block size must be
chosen. However, any signiﬁcant changes in scene such as stage
drift, or particles leaving the ﬁeld-of-view, will likewise affect the
signal recovery, since the motion estimation only searches in a
small local neighbourhood. The optimal choice again depends on
the image sequence being processed; in this work a block length of
15 frames was found to offer good performance in terms of re-
covered signal quality and computation time.
4.5. Comparison to V-BM4D
The performance of the PGURE-SVT algorithm is now compared
with another patch-based method, V-BM4D, which is widely re-
garded as the current state-of-the-art in video denoising [6], and
incorporates a motion estimation step similar to that used in the
present work. In this comparison, the default algorithm parameters
deﬁned in the source code available from the authors are used [37].
V-BM4D is designed for videos corrupted with zero-mean Gaus-
sian noise, so here it is combined with the Generalized Anscombe
Transform for variance stabilization to deal with the Poisson–Gaus-
sian noise model [16]. The algorithm consists of two ﬁltering steps,
the ﬁrst of which involves a hard threshold. As stated in Section 2.3.3,
this means that the unbiased risk estimators used in this work
cannot be applied to automate the parameter selection. The size of
each patch is also limited to 2N pixels in V-BM4D, whereas PGURE-
SVT can be freely adjusted to suit the size of the features in the image
sequence. Furthermore, as we note in Section 2.3.4, PGURE-SVToffers
the option of an extension to arbitrarily large corruptions such as
missing pixels, unlike V-BM4D.
Fig. 9 shows clean, noisy and denoised frames from each of the
test sequences. The insets highlight particular regions of interest in
each sequence; for example, two neighbouring particles in the
Vesicle and Receptor sequences. Readers are encouraged to consult
the electronic version of Fig. 9 as well as the full sequences
available in Supplementary Movies 9–14.
Under the challenging noise conditions, both V-BM4D and
PGURE-SVT are able to recover much of the detail from the image
sequences. The collaborative ﬁltering and weighted aggregationmicroscopy image sequences with singular value thresholding,
05i
Fig. 6. (Color online) (a) Robust estimation of the local mean and variance after quadtree segmentation for the Microtubule sequence corrupted by Poisson–Gaussian noise
with true values αt¼0.1, st¼0.1 and μt¼0.1. (b) Comparison of MSE and PGURE for exact noise parameters. (c, d) Comparison of MSE and PGURE for over- and under-
estimated α respectively. (e, f) Comparison of MSE and PGURE for over- and under-estimated μ respectively. (g, h) Comparison of MSE and PGURE for over- and under-
estimated s respectively. The red dotted line indicates the position of the minima of the curves.
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Fig. 7. (Color online) (a) Example frame from the Vesicle sequence. (b) The frame corrupted by Poisson-Gaussian noise with α¼0.1, s¼0.1 and μ¼0.1. (c) The frame denoised
without ARPS motion estimation. (d) The frame denoised with ARPS motion estimation.
Fig. 8. (Color online) (a) Example frame from the Microtubule sequence. (b) The frame corrupted by Poisson–aussian noise with α¼0.1, s¼0.1 and μ¼0.1. (c) The frame
denoised with PGURE-SVT using a patch size of ×4 4 pixels. (d) The frame denoised with PGURE-SVT using a patch size of ×16 16 pixels.
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round particles such as in the Vesicle sequence having a square
shape. The exponentially weighted shrinkage of PGURE-SVT, on
the other hand, results in perceptually smoother denoising that
matches the shapes of the particles more successfully.
The perceptual beneﬁts of PGURE-SVT are further highlighted
in the three sequences with a cloudy background, where V-BM4D
again produces “blocking” artefacts and also washes out much of
the intensity variations of the clouds. This is apparent in the inset
of the Vesicleþclouds sequence, where the washed-out clouds in
the V-BM4D image make identiﬁcation of the particle against the
background harder than the comparable PGURE-SVT image. It is
noted that many image features appear brighter in the V-BM4D
results compared to PGURE-SVT, which is a result of the global
shrinkage applied in the weighted SVT step.
Table 1 contains the numerical evaluation of the performance
of each algorithm for the sequences presented in Fig. 9. The nu-
merical evaluation shows that both algorithms achieve effective
denoising, providing images closer to the ground truth. V-BM4D
performs better for the simpler NSED metric, but PGURE-SVT
consistently yields superior performance according to the “spa-
tially and temporally aware” EMD metric. This reﬂects the ob-
servations in Fig. 9 and Supplementary Movies 9–14, where
PGURE-SVT is seen to recover the features of the image sequences
more accurately.5. Application of PGURE-SVT to experimental ADF-STEM image
sequences
In this section the PGURE-SVT algorithm is applied to experi-
mental image sequences obtained with aberration-corrected ADF-
STEM. The sample studied comprised a graphene oxide substrate
onto which size-selected Cu clusters were soft-landed using thePlease cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.0custom deposition instrument described in [38]. Aberration-cor-
rected ADF-STEM imaging was performed on an FEI Titan3 (S)TEM
equipped with a CESCOR probe aberration corrector. The image
sequences were acquired at 80 kV, with a probe semi-convergence
angle of 20 mrad and an ADF detector inner angle of 36 mrad. A
beam current of 60 pA, per-pixel dwell times of 0.4–13 μs, pixel
sizes of 19–53 pm and frame sizes of ×128 128 and ×256 256
pixels were used to obtain rapid image sequences. Three examples
of the acquired sequences are used here to demonstrate the
PGURE-SVT approach. Materials insights and other image se-
quences will be reported in a future publication.
5.1. Motion of adatoms on graphene oxide
Fig. 10 presents three consecutive frames of a sequence ac-
quired at 8 frames per second. While single atoms can just about
be discerned in the raw images, they are much more readily
identiﬁed after denoising with PGURE-SVT. Signiﬁcantly, the
PGURE-SVT denoising enables clear tracking of the arrival of a
third atom to form a trimer structure with large inter-atomic
distances, which remains stable for up to 1.5 s. Through the rest of
the sequence (Supplementary Movie 15), the PGURE-SVT results
reveal further evidence of individual atoms jumping between sites
on the graphene oxide substrate under the inﬂuence of the elec-
tron beam. This example, with important frame-by-frame dy-
namics, highlights the success of the algorithm, providing robust
denoising without signiﬁcant spatio-temporal blurring.
5.2. Nanoparticle structural dynamics
Along with tracking the motion of relatively isolated point
sources such as adatoms on surfaces, PGURE-SVT can also be ap-
plied to observations of more densely arranged image features,
such as the structure of nanoparticles. The nanoparticle analyzedmicroscopy image sequences with singular value thresholding,
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Fig. 9. (Color online) Clean, noisy and denoised frames from the six test sequences. The noisy sequences were corrupted by Poisson-Gaussian noise with α¼0.1, s¼0.1 and
μ¼0.1.
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Table 1
Numerical performance of the V-BM4D and PGURE-SVT algorithms on the simu-
lated test sequences. Bold values indicate the best performance.
Image sequence Metric Noisy V-BM4D PGURE-SVT
Microtubule NSED 0.253 0.048 0.117
EMDseq 0.256 0.096 0.032
Vesicle NSED 0.288 0.061 0.086
EMDseq 0.284 0.113 0.035
Receptor NSED 0.355 0.147 0.199
EMDseq 0.305 0.124 0.032
Mic.þclouds NSED 0.218 0.020 0.042
EMDseq 0.210 0.070 0.009
Ves.þclouds NSED 0.226 0.023 0.036
EMDseq 0.193 0.115 0.011
Rec.þclouds NSED 0.208 0.023 0.030
EMDseq 0.262 0.105 0.009
T. Furnival et al. / Ultramicroscopy ∎ (∎∎∎∎) ∎∎∎–∎∎∎ 11here is simply a stray nanoparticle found on the graphene oxide
support. The measured lattice spacings of the nanoparticle are
consistent with either Au or Ag, but the actual identity is not
important here for the purposes of demonstrating the perfor-
mance of PGURE-SVT.
In Fig. 11 and Supplementary Movie 16, applying PGURE-SVT to a
sequence acquired at 4 frames per second shows that the denoised
sequence can enable nanoparticle surface dynamics to be discerned
more readily; for example, revealing the motion of an atom at the
edge of a large nanoparticle as highlighted in the insets.
The conditions in Fig. 12 and the corresponding Supplementary
Movie 17 challenge PGURE-SVT further, with a sequence acquired
at 32 frames per second. The raw data (Fig. 12a) reveals very little
discernible information about the structure of the nanoparticle.
Summing the 100 frames of the sequence (Fig. 12c) does at least
show evidence of the nanoparticle structure but obviously de-
stroys the temporal information. In Fig. 12b, the PGURE-SVT de-
noising is shown to offer an improvement in the per-frame signal,
such that atomic structure is revealed without needing to sum theFig. 10. Consecutive noisy (top row) and denoised (bottom row) ADF-STEM frames of ada
frame. At t¼2.250 s, a third atom joins the cluster (marked by the arrow). Finally at t¼2
t¼2.500 s. The full image sequence can be viewed in Supplementary Movie 15.
Please cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.0frames and thus lose valuable temporal information. This is further
conﬁrmed by comparison of the intensity proﬁles in Fig. 12d,
where peaks corresponding to the atomic column positions are
revealed in an individual frame of the denoised sequence.6. Discussion
The development of scanning protocols, fast cameras and direct
electron detectors means that the acquisition of rapid image se-
quences in microscopy is becoming increasingly common. In
conjunction with these advances in hardware, new data proces-
sing techniques are necessary to deal with the challenges these
datasets bring in order to reveal the dynamic behaviour under
investigation. The PGURE-SVT algorithm has been developed with
these challenges in mind, and has been shown to accurately re-
cover image sequence details under severe noise conditions whilst
maintaining broad applicability to different methods of dynamic
microscopy.
The robust noise estimation based on a mixed Poisson–Gaussian
noise model has been applied here for dealing with low SNR as a
result of high frame rates. It is equally applicable to investigations
where a low radiation dose is critical in the image sequences, but
ultra-rapid dynamics are perhaps less important. PGURE-SVT could
thus be utilized for imaging of beam-sensitive specimens in dy-
namic electron microscopy. The low dose beneﬁts of PGURE-SVT
could be further enhanced with the extensions described in Section
2.3.4, which use an l1-norm to incorporate arbitrarily large errors.
Additionally, recent work has shown that signiﬁcant dose reduc-
tions in STEM can be achieved by pixel subsampling [39,40], and by
adapting the Frobenius norm term in Eq. (1), nuclear norm mini-
mization could also be applied to ﬁll in the missing pixels. Studies
have shown that low-rank matrices can be efﬁciently recovered
from just 0.4% of their sampled entries [11].
Here, in Section 5, PGURE-SVT was applied to several experi-
mental ADF-STEM image sequences. One of the strengths of ADF-
STEM is that the incoherent imaging model allows for quantitative
analysis of the image intensities, based on its monotonic mass–toms on graphene oxide. At t¼2.125 s, two adatoms are present in the centre of the
.375 s, a stable trimer conﬁguration forms, with interatomic distances measured at
microscopy image sequences with singular value thresholding,
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Fig. 11. (Color online) (a–b) Frames 4 and 5 from an ADF-STEM sequence of a
nanoparticle. (c–d) The same frames denoised with PGURE-SVT. The inset images
highlight the movement of a single atom along the edge of the nanoparticle
(marked by the arrows). The full image sequence can be viewed in Supplementary
Movie 16. Fig. 12. (Color online) (a) Frame 44 from an ADF-STEM sequence of a nanoparticle.
(b) The same frame denoised with PGURE-SVT. (c) The summed intensity of 100
frames of the noisy sequence. (d) Normalized intensity proﬁles across the high-
lighted regions. The full image sequence can be viewed in Supplementary Movie 17.
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to as Z contrast). This has been utilized for atom identiﬁcation and for
counting atoms in the atomic columns of nanoparticles [41,42].
Methods for atom counting include ﬁtting 2D Gaussians to the pro-
jected columns in images [43], and calculating the probe-position
integrated cross section [44]. Both approaches require accurate po-
sitions and widths of the atomic columns in order to estimate the
intensity attributable to a particular column. As seen in Fig. 12,
PGURE-SVT can be used to aid the calculation of column positions.
The rapid acquisition minimizes the effects of atom motion, opening
up the possibility of quantitative STEM on a frame-by-frame basis.
However, the shrinkage of the singular values in the PGURE-SVT al-
gorithm means that the algorithm does not preserve absolute pixel
counts. Whether PGURE-SVT still preserves relative intensities sufﬁ-
ciently for atom-counting is a subject for further study.
The use of low-rank matrix techniques such as nuclear norm
minimization is not limited to just time-resolved imaging. Already
PCA and related techniques are well-known as powerful methods
for analyzing electron energy-loss [45] and energy-dispersive
X-ray [46] spectrum images. However, selecting the number of
components to retain is a well-known challenge, and typically
undertaken by visual inspection of a scree plot and user judge-
ment. The automated parameter estimation outlined here could be
useful in this regard. It is worth noting that low-rank datasets can
be found in tomography, where correlations between images in a
tilt series could be exploited to form a low-rank matrix, provided
the angular increment is ﬁne enough, such as in [47]. Another
example is scanning electron diffraction, where the acquired dif-
fraction patterns at neighbouring pixels within crystalline grains
are also typically correlated [48].
Finally, the concepts of big data and machine learning have
been proposed as a route for dealing with the large datasets such
as image sequences that are now being generated in microscopy
[49], and are highly pertinent to the approaches developed here. In
particular, online methods for nuclear norm minimization and
robust PCA enable the processing of datasets beyond the reach ofPlease cite this article as: T. Furnival, et al., Denoising time-resolved
Ultramicroscopy (2016), http://dx.doi.org/10.1016/j.ultramic.2016.05.0many conventional techniques due to their size, and also offer the
potential of real-time image sequence processing [50].7. Conclusions
A new algorithm is proposed for the denoising of image se-
quences acquired in microscopy. Robust noise and parameter es-
timation is combined with novel low rank matrix techniques to
accurately recover image details with performance comparable to
other state-of-the-art methods. Applied to high-resolution ADF-
STEM image sequences, the algorithm enables the study of single
atom dynamics with unprecedented temporal resolution.Acknowledgements
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